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§15.820
§15.815 Radar observers.

* * * * *

(d) Each person who is required to hold a
radar endorsement must have their certifi-
cate of training readily available to dem-
onstrate that the endorsement is still valid.

(e) For the purposes of this section, ‘“‘read-
ily available’” means that the mariner must
carry the original certificate of training or a
notarized copy thereof onboard. Alter-
natively, the mariner must provide a copy of
the certificate of training to the requesting
entity within 48 hours. The requested mate-
rial may be delivered either physically, elec-
tronically, or by facsimile.

§15.820 Chief engineer.

(a) There must be an individual hold-
ing an appropriate license as chief en-
gineer or a license authorizing service
as chief engineer employed on board
the following inspected mechanically
propelled vessels:

(1) Seagoing or Great Lakes vessels
of 200 gross tons and over.

(2) Offshore supply vessels of more
than 200 gross tons.

(3) Inland (other than Great Lakes)
vessels of 300 gross tons and over, if the
OCMI determines that a licensed indi-
vidual responsible for the vessel’s me-
chanical propulsion is necessary.

(b) An individual engaged or em-
ployed to perform the duties of chief
engineer on a mechanically propelled,
uninspected, seagoing, documented
vessel of 200 gross tons or over must
hold an appropriate license authorizing
service as a chief engineer.

§15.825 Engineers.

(a) An individual in charge of an en-
gineering watch on a mechanically pro-
pelled, seagoing, documented vessel of
200 gross tons or over, other than an in-
dividual described in §15.820, must hold
an appropriate license authorizing
service as an assistant engineer.

(b) The Officer in Charge, Marine In-
spection determines the minimum
number of licensed engineers required
for the safe operation of inspected ves-
sels.

§15.830 Radio officers.

Radio officers are required on certain
merchant vessels of the United States.
The determination of when a radio offi-
cer is required is based on the Federal
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Communications Commission require-
ments.

§15.835 Staff officers.

Staff officers, when carried, must be
registered as specified in part 10 of this
chapter.

§15.840 Able seamen.

(a) With certain exceptions, 46 U.S.C.
8702 applies to all vessels of at least 100
gross tons. At least 65 percent of the
deck crew of these vessels, excluding li-
censed individuals, must be able sea-
men. For vessels permitted to maintain
a two watch system, the percentage of
able seamen may be reduced to 50 per-
cent.

(b) Able seamen are rated as: unlim-
ited, limited, special, offshore supply
vessel, sail, and fishing industry, under
the provisions of part 12 of this chap-
ter. 46 U.S.C. 7312 specifies the cat-
egories of able seamen (i.e., unlimited,
limited, etc.) necessary to meet the re-
quirements of 46 U.S.C. 8702.

(c) It is the responsibility of the mas-
ter or person in charge to ensure that
the able seamen in the service of the
vessel meet the requirements of 46
U.S.C. 7312 and 8702.

§15.845 Lifeboatmen.

The number of lifeboatmen required
for a vessel are specified in the parts of
the regulations dealing with the in-
spection of that specific type of vessel.

§15.850 Lookouts.

The requirements for the mainte-
nance of a proper lookout are specified
in Rule 5 of the International Regula-
tions for Preventing Collisions at Sea,
1972 (33 U.S.C. 1602(c)), and Rule 5 of the
Inland Navigational Rules Act of 1980
(33 U.S.C. 2005). Lookout is a function
to be performed by a member of a navi-
gational watch.

[USCG-2007-29018, 72 FR 53964, Sept. 21, 2007]

§15.855 Cabin watchmen and fire pa-
trolmen.

(a) On vessels carrying passengers at
night, the master or person in charge
shall ensure that a suitable number of
watchmen are in the vicinity of the
cabins or staterooms and on each deck,
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